
MODEL CODE # VOLTAGE / CYCLE MAXIMUM AC AMPS

HP kW BTU/Hour kWatt Gallons Liters Inches Centimeters Pounds Kilos
SS3 6000-12               115V/60Hz  100V/50Hz               10.3/10.5
SS3 6000-22 208-230V/60Hz  200V/50Hz  5.8/6.0
SS3 6000-32 220-240V/50Hz                       3,231 0,95 5,2
SS5 6001-12                   115V/60Hz  100V/50Hz               10.3/10.5
SS5 6001-22 208-230V/60Hz  200V/50Hz 5.8/6.0
SS5 6001-32 220-240V/50Hz                       3,231 0,95 5,2

SS10-1 6002-14                 115V/60Hz  100V/50Hz               14.9/15.0
SS10-1 6002-24 208-230V/60Hz  200V/50Hz 7.8/8.0
SS10-1 6002-34 220-240V/50Hz                       5,703 1,67 6,5
SS10-2 6003-14                       115V/60Hz  100V/50Hz               14.9/15.0
SS10-2 6003-24 208-230V/60Hz 200V/50Hz 7.8/8.0
SS10-2 6003-34 220-240V/50Hz                       5,703 1,67 7,8

SS10-2 EC 6003-25 208-230V/60Hz  200V/50Hz 8.093/7.51 2.37/2.20 11.5/9.5
SS10-2 EC 6003-35 220-240V/50Hz                       7,51 2,20 9,3

C20-3 6005-26 208-230V/60Hz  200V/50Hz 12.45/11.41 3.65/3.34 14.4/14.5
C20-3 6005-36 220-240V/50Hz                       11,406 3,34 13,9

C20-3 EC 6005-27 208-230V/60Hz  200V/50Hz 16.19/15.02 4.74/4.4 19,5
C20-3 EC 6005-37 220-240V/50Hz                       15,02 4,40 16

C20-4 6006-26 208-230V/60Hz  200V/50Hz 12.45/11.41 3,65 14.4/14.5
C20-4 6006-36 220-240V/50Hz                       11,406 3,34 13,9

C20-4 EC 6006-27 208-230V/60Hz  200V/50Hz 16.19/15.02 4.74/4.4 19,5
C20-4 EC 6006-37 220-240V/50Hz                       15,02 4,40 16

C30-4 6006-28 208-230V/60Hz  200V/50Hz 18.67/17.11 5.47/5.01 21
C30-4 6006-38 220-240V/50Hz                       17,11 5,01 20,6

C30-4 EC 6006-29 208-230V/60Hz  200V/50Hz 24.28/22.53 7.11/6.6 28,5
C30-4 EC 6006-39 220-240V/50Hz                       22,53 6,60 26,6

C30-5 6007-28 208-230V/60Hz  200V/50Hz 18.67/17.11 5.47/5.01 21
C30-5 6007-38 220-240V/50Hz                       17,11 5,01 20,6

C30-5 EC 6007-29 208-230V/60Hz  200V/50Hz 24.28/22.53 7.11/6.6 28,5
C30-5 EC 6007-39 220-240V/50Hz                       22,53 6,60 26,6

C30-6 6008-28 208-230V/60Hz  200V/50Hz 18.67/17.11 5.47/5.01 21
C30-6 6008-38 220-240V/50Hz                       17,11 5,01 20,6

C30-6 EC 6008-29 208-230V/60Hz  200V/50Hz 24.28/22.53 7.11/6.6 28,5
C30-6 EC 6008-39 220-240V/50Hz                       22,53 6,60 26,6
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CABINET DIMENSIONS (H,W,D)

56,5*35,5*46,4

106,7*45,7*61

106,7*45,7*72,4

APPROX. GROSS 
WEIGHT

223

264

282

273

286

268

277

125

200

245

255

265

460

490

580

610

120

209

218

215

57

91

111

116

1.82/1.67

RESERVOIR 
CAPACITY
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COMPRESSOR 
CAPACITY
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