
TECHNICAL SPECIFICATIONS
Cleaning detergens TRESU Wash & Print WB TRESU Wash & Print WB

Application Water Based Water Based

Dilution rate Diluted 1:5
Mix 1L WB with 10L water
Mix 33 oz WB w. 2.6 gall water

pH value 11 ± 0,5 11 ± 0,5

Foaming Low Low

Biodegradable Yes Yes

Volume & weight 1 kg | 2.2 lbs 20 kg | 44 lbs

Transport and storage 0°C - 40°C | 32°F - 104°F   0°C - 40°C | 32°F - 104°F 
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TRESU Wash & Print WB cleaning 
detergent has been developed for 
daily cleaning of anilox rollers in 
multi-color printing machines. 

TRESU Wash & Print WB cleaning 
detergent is also suitable for the 
manual cleaning of printing plates 
and other machine parts which are 
contaminated with water-based 
printing inks.

TRESU webshop
We have put together a special selection 
of frequently purchased genuine 
spare parts, consumables and cleaning 
detergents in order to extend the 
performance of your TRESU equipment: 
https://www.tresu.com/webshop.  
Direct, fast, secure, and convenient 
on-line portal for ordering genuine 
spareparts & consumables:

• Save time and money
• Order around the clock – daily shipping
• Worldwide delivery
• Genuine spare parts & consumables

TRESU Wash & Print WB
Cleaning Detergent
For water-based inks and coatings




